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Model 7EK (31080) QUENCH Configuration Setup Sheet

RUNTIME PARAMETERS CONFIGURATION PARAMETERS CONFIGURATION PARAMETERS (CONT.)

Parameter
Default 

Value
Changes Parameter

Default 

Value
Changes Parameter

Default 

Value
Changes

SP 150 dF.Cn OFF P24 OFF

Smrt OFF Ser1 OFF P25 ***

n.rST *** Ser2 *** P26 ***

SP2 0 Ser3 *** P27 0

nnn
Skipped if 

P20 = 0 or 1
Ser4 *** P28 NOT AVAIL. N/A

AL1 -10 P1 21 P29 ***

HSA1 0.1 P2 *** P30 On

AL2 10 P3 0 P31 0

HSA2 0.1 P4 2500 P32 ***

AL3 *** P5 rEL P33 ***

HSA3 *** P6 rEV P34 ***

Pb 1.5 P7 3 P35 ***

ti 0.01 P8 *** P36 ***

td 0 P9 LA P37 0

iP 0 P10 OFF P38 NOT AVAIL. N/A

Cy1 20 P11 *** P39 tn.30

Cy2 *** P12 3 P40 nOFL

rC *** P13 HA P41 0

OLAP *** P14 0 P42 ***

rL 0 P15 *** P43 10

rH 2500 P16 *** P44 P.I.d

Grd1 InF P17 *** P45 Fn.SP

Grd2 InF P18 *** P46 0

OLH 100 P19 0 P47 dIS

tOL InF P20 0 P48 ***

Hbd *** P21 dir P49 ***

SCA *** P22 OFF P50 ***

mP Inf P23 dir P51 0

*** = Not Visible in Default Configuration
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